
ONE SOLUTION, MULTIPLE APPLICATIONS
Xci CG and Xci CG Class A aren’t just insulation boards. They’re smarter, more 
adaptable solutions for above-grade, below-grade, and under-slab insulating. 
With high thermal performance, broad compatibility, and proven durability, Xci CG 
and Xci CG Class A help reduce complexity on the jobsite and in the warehouse.

 XCI CG & CG CLASS A  
POLYISO INSULATION 

Engineered Versatility for Today’s Building Envelopes  

WHY DISTRIBUTORS AND CONTRACTORS LOVE IT
	� One Product with Multiple Applications: Simplifies inventory management 

and product selection by replacing the need to stock or use multiple 
insulation types for different areas of the building.

	� Broad Compatibility: Suitable for above-grade or below-grade CI 
applications, such as rainscreen, foundation, and under-slab — all with one 
product line.

	� Efficient Logistics: Higher R-value lightweight boards result in easier 
handling, faster loading/unloading, and reduced shipping costs due 
to the amount of square footage per pallet or truckload versus other 
insulation types

	� Fewer Product Mix-Ups, Smoother Transactions: Clear versatility reduces 
confusion at the point of sale and minimizes mismatched product orders.

USE IT ABOVE-GRADE
	� Ideal for CI applications and rain screen systems

	� Meets or exceeds energy code requirements with thinner wall assemblies 
than alternative foam board options

	� Lightweight, easy to handle, and cuts cleanly 

	� Enables faster installations and reduced labor costs

 USE IT BELOW-GRADE
	� Moisture-resistant coated glass facer and closed cell polyiso foam 

withstands damp soils and freeze/thaw cycles

	� Facer durability resists damage from backfill

	� Suitable for use in front of or behind foundation waterproofing membranes 
or drainage layers

	� Delivers long-term R-value performance even in high-humidity conditions
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Benefit Xci CG/CG CLA Mineral Wool XPS EPS

R-Value per Inch ~R-6.0 R-4.2 ~R-5.0 ~R-3.6-4.2

Board Weight Lightweight Heavier Lightweight Lightweight

Handling Easy to cut, low dust Itchy, special tools  Easy to cut, low dust
Easy to cut, low dust
Lower density products may break/
crush easily

Moisture Resistance Closed-cell, water resistant, 
Non-hygroscopic facer

Readily allows  water 
penetration Closed-cell, water-resistant Susceptible to moisture intrusion 

due to cell orientation

Versatility Above & below grade use Typically above-grade only Above-grade & below-grade Above-grade &  below grade

A SMARTER ALTERNATIVE TO MINERAL WOOL, XPS, AND EPS — WHY SWITCH?


